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Description 
BACKGROUND 
5 1. Field of the Invention 

[0001] This invenUon pertains to the field of computer networking, and more particularly to the use of network pro- 
tocols to provide services to users that are related to CO ROMs, audio recordings and other distributed media. 

10 2. Related Art 

[0002) Over the past few years, on-line services have experienced explosive growth and have become a major new 
form of entertainment. Alongside this new entertainment, more traditional fomns such as musical recordings have con- 
tinued to be consumed on a massive scale. 

15 [0003] The traditional experience of the musical recording Is listening by a small group of persons gathered together 
in a room. The music fills the room acoustically, but there is little associated visual content, and there is only a limited 
Interaction with the recording, consisting essentially of deciding which tracks to play and performing simple transfor- 
mations on the recorded sound, such as setting the volume or applying an audio equalizer. This traditional experience 
dates back to the earty age of 78 rp.m; musical recordings almost a century ago. 

20 [0004] The traditional production of a musical recording complements the traditional experience of the recording. 
The recording is produced in a number of recording sessions, subject to careful mixing and editing, and then released 
to the public. At that point, the recording is in a fixed form, nowadays, an audio CD, whose purpose is to record as 
faithfully as possible the final sonic experience designed by Its authors, the musicians, producer, and recording engi- 
neers. 

25 [0005] Music videos have supplemented the traditional experience of musical recordings by allowing the association 
of visual content with tracks of such a recording. In practice, however, musfc videos have been broadcast, with all the 
problems of lack of user control which that Implies, and they have not contributed to interactivity or partfcipation by the 
consumer. 

[0006] In EP-A-194143 (Sony) there is disclosed a videotex system developed by Sony in which a database center 
30 can control a video disc or CD player among other devices. 

[0007] On-line services offer opportunities for enriching the experience associated with prerecorded material. The 
present Invention is addressed to computer programs, systems, and protocols which can fulfil this promise. 
[0008] In accordance with a first aspect of the present inventton. a method of synchronizing content from a first a 
CD with complementary content from a remote device delivered over a networic, is characterized by: 

35 

playing a first CD on a local electronic device to manifest first CD content; 

transferring complementary content and synchronization information from a remote device to said local device 
over a network; and 

controUing said local electronic device to display said complementary content in synchronization with manifestation 
40 of said first CD content based on said synchronization infomnation and CD status Inf ormatton read from said first CD. 

[0009] In accordance with a second aspect of the present Invention, a devtee for synchronizing content from a first 

CD with complementary content from a remote device delivered over a network, connprises a local electronic device 

having a video display; 
45 . a CD player connected to or integral with said local electronic device; and 

a communication unit to transfer ccnr(plementary content and synchronization information from a remote device 

to said k>cal device over a network. 

said local electronic device synchronizing manifestation of said complementary content In synchronization with 

content on said first CD by using said syrtchronizatlon information and CD status infomrtation from said CD. 
so [0010] This invention enables the provision of computer programs, systems, and protocols which allow producers 

to deliver entertainment complementary to distributed media recordings by means of on-line services such as the 

Internet, and allow such complementary entertainment to be meaningfully interactive for the consumer, such that the 

consumer can also be a creator of the experience. 

[0011] The invention also provides implementations designed to attain Integration with existing environnrienls and 
55 programs, particutariy on the Internet, while retaining the flexibility to adapt to the continuing evolution of stands for 
orY-ltne services. 

[001 2] In a first aspect of the present Invention provides a means for producers and sellers of distributed media such 
as CDs to maintain and strengthen their connection to their customers. Record companies downtoad and periodically 
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update a central library of complementafy content for CD's the company has in the market. The software of the present 
invention operate as a plug-in to a users web browser and directs a user with a record compan/s CD to a particular 
section of the central library appropriate for the user's CO. 

(001 3 J In another aspect of the present invention, called "CD Watcher* data representative of the users listening 
5 habits relative to a record company's CD is transferred to the record company when complementary content is delivered 
to the user over a network connection. 

[0014] Alternatively, record companies contributing and maintaining the central library have access to the listening 
habits of all users who have accessed the centrat library for complementary content. 

[0015] In another aspect of the invention, software is provided which permits a computer program running on a 
fo remote host to control a distributed media player such as a compact disk (CD) player, DVD player, or the like on a 
user's computer. (For convenience, we use the term "CO" to refer to all distributed media and the term "CD player* to 
refer also to alt distributed media players such as DVD players and simflar devices.) The software is design ed to permit 
the remote host both to initiate actions on the CO player and to become aware of actions which the user has initiated 
by other control means, such as the buttons on the CO player's front panel or a different CO player control program. 
f5 This aspect of the invention Is a building-block for the provision of complementary entertainment for CO content when 
those recordings are fixed in the prevailing contemporary form, the CD. 

[0016] In another aspect of the Invention, visual content. Including interactive content, may be delivered over an on- 
line servtee in such a way that it is synchronized to the delivery of content from a musk:al recording. Such visual content 
may, for example, be synchronized to the playing of an audio CD or other distributed media in the user's computer 

20 The visual content is thcmatically linked to the musical recording, for example in the manner of a music video. 

[0017] In a further aspect of the invention, a method Is provided for determining or assigning a substantially unique 
identifier to CD or other distributed media content consisting of a number of tracks. A unique identifier is a useful 
complement to the delivery of supplementary content in conjunction with the playing of a CD or other distributed media 
in that it allows the software whk:h delivers the supplementary content to be sure that the CO is in fact the connect CO 

2S to which the supplementary content corresponds. If the supplementary content is designed, for example, to accompany 
the Rosary Sonatas of Heinrich Ignaz Franz Biber, it would presumably not function well if the CD or other distributed 
media in the user's player were the soundtrack for the film Mary Poppins. The unique kientifier also aflows a CO or 
other distributed media to be used as a key to access a premium Web area. Furthermore, the unique identifier can 
allow the user lo be directed to an area of the Web corresponding to the CD or other distributed media which is in the 

30 user's machine. 

[0018] In a still further aspect of the invention, the immensely popular on-line service generally referred to as a "chat 
room" may be enhanced by means of a link to a CD recording which all persons In the room are playing. A remote host 
may control distributed media players in multiple remote locations The chat room experience as it exists today in on- 
line services has a disembodied quaUty by comparison with traditk>nat face-to-face social encounters In which there 

3S are identifiable surroundings, the only conrvnon experience to the chat users today are the words of the chat as they 
fly by on a computer screen, and perhaps the user icons ("avatars*^ or other visual content occupying a smalt space 
on the screen. TTie use of a musical recording in conjunction with a chat room opens up the possibility of restoring to 
the experience a degree of the shared ambience of traditional social encounters. Furthenmore, shared content such 
as a musical recording offers a focal point that allows chat-seekens to grotip together by means of shared interests in 

40 a particular type of recording. 

BRIEF DESCRIPTION OF THE DRAWINGS 
[0019] 

45 

Rg. 1 is a network diagram of a first embodiment of the present invention. 
Fig. 2 is a flow diagram of the embodiment shown in Rg. 1 . 
50 Rg. 3 is a block diagram of the environment in whfeh the present invention operates. 

Rg. 4 is a block diagram of complementary content according to an aspect of the present invention. 
Rg. 5 is a flowchart of the synchronization code of the invention. 

55 

Rg. 6 is a flowchart of the sequence of operatk>ns for connecting the present invention to a chat room. 
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DESCRIPTION OF PREFERRED EMBODIMENTS 

{0020J Referring lo Fig 's 1 and 2, an embodiment of the present invention dynamically connects a user playing a 
CD with a remote host for data exchange. At block 11. the user links to a remote host and requests a download of 

5 client 26. To receive the download the user must provide some basic infomnation^ name, e-mail, chat name. etc. The 
registration information is exchanged for client 26 at block MA. At block 10A user computer 10 is running computer 
program 12 such as a browser with client 26. At block 30A insertion of CD 30 into player 32 triggers action by diem 
26. Client 26 takes control of player 32 and scans CD 30. CD 31 may Include time code 31 A and other encoded data 
318. Client 26 uses the results of the CD scan to calculate a substantially unique CD ID 31 . block 34. Some CD's may 

10 contain an ID text file or (RC code, there is no universal standard, thus an ID calculation technique may yield a useful 
10 with any CD. This technique may create a partem match 31 F by sampling a subset of the content of CD 30 and 
using the sample to create a substantially unique pattern match 31 F of CD 30. While client 26 is calculating CO ID 31 , 
at block 36 use demographk: data 62 is also collected and temporarily stored by client 26. 

[0021 J Use demographic data 62 includes but is not limited to CO use profiles including most used tracks, total lime 
15 of use. most used CDs. average length of time computer 1 0 Is running, software loaded, most used software, software 
running concurrently with client and the like. 

[0022] Calculation of a CD ID 31 stimulates client 26 lo direct connputer program 1 2 to check a local cache for CD 
ID 31 . IF CD ID 31 is not present In the local cache client 26 links to look-up server 40 at block 38. If computer program 
12 is not already mnning, client 26 nriay launch it. Once the Onk lo look-up server 40 Is established, client 26 sends CD 

20 ID 31 to look-up server 40. Look-up server 40 con^ares CD ID 31 against table 42. Table 42 is a look-up table linking 
CO ID'S with some associated content and with pank:ular addresses having complementary content. Other Infoonation 
such as timing and control data, electronic coupons, advertisements and bonus content such as video vyith timing and 
control data may also be contained in table 42. At block 44, look-up server 40 sends information such as address 46 
to the user in response lo receipt of CO ID 31 . The information sent to the user may or may not be based on the user 

2S demographic data and use demographic data 62 sent to kx}k*up server 40. At block 48 client 26 establishes a link to 
address 46. Address 46 may be a premium or subscription site such as site 61 A in which case CO ID 31 may operate 
as a password. 

[0023] In one aspect of the present invention, content suppliers 51 -56 such as record companiies 1 -6 respectively, 
maintain a central library 50 on the web. Content suppliers may also include advertisers. CD retailers, and other content 

30 rights holders. Central library 50 may be on a single server such as look-up server 40 or it may be distributed. Central 
library 50 contains the complementary content sites such as site 51 A linked by the addresses in table 42 such as 
address 46. Each content supplier 51 -56 may change the content of their site and add new links to additional sites as 
new CD's are released. As new sites are added, new CD lO's and (inked addresses are added to table 42. 
[0024] At block 49 A. server 58 hosting site 51 A transfers complementary content 60 to the user's con^uter 1 0. Once 

35 the user is linked to site 51 A. client 26 sends stored use demographic data 62 and CO status data 64 to look-up server 
40 and or server 58. At block 66 client 26 continues to update and transfer use denrK>graphrc data 62 and CD status 
data 64 to look-up server 40 and or server 58 as long as client 26 is running. Closed loop update 70 penmits a content 
supplier, such as content suppliers 51-56. a real-tinne or near real-time took at which CDs are In use and relative 
frequency of use of CD elements and related information. Closed loop update 70 also provides control of distributed 

<o media playing on a users computer 1 0. A removal orchange of CO at block 68 woM return the client to block 30A. 
[0025] In another emtx>diment. this invention operates on the Worid Wide Web. The HTTP protocol on the web is 
run atop a general connection-oriented protocol, whteh today is generally TCP/IP, described In Douglas E. Comer, 
internetworking with TCP/IP (3d ed. 1 995). However, the invention described here is not limited to HTTP running over 
any particular kind of networic software or hardware. The principles of the invention apply to other protocols for access 

4^ to remote information that may come to compete with or supplant HTTP. 

[0026] Referring now to Rg. 3, a user sits at his or her computer 10 and runs a computer program 12 such as a 
browser or other client software. The browser sends out HTTP requests 1 4 to other computers, refenred to as servers 
such as server 16. In requests, particular items of data, referred to as resources, which are avaitabte on servers, are 
refenred to by means of uniform resource locators (URL's), character strings in a particular format defined in Bemers- 

so Lee et al., supra. A URL includes both an identiTication of the server and an identiftcation of a particular item of data 
within the server. Reacting to the requests, the servers return responses 18 to the user's browser, and the browser 
acts upon those responses, generally by displaying some sort of content to the user. 

[0027] The content portion of the responses can be a "Web page,* expressed in the hypertext martcup language 
(HTML) such as pages 20 and 22. That language alkws one to express content consisting of text interspersed with 
55 bitmap-format Images and links (also known as anchors and hyperCnks). The links are further URL's lo whk:h the 
browser may. at the user's prompting, send further requests. 

[0028] The responses can also Include more complex commands to be interpreted by the browser, e.g.. comniands 
whch result in an aninnatfon as discussed below for Rg. 4. HTML Itself does not define complex commands, but rather 
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they are considered lo belong to separately-defined scripting languages, of which two currently common ones are 
JavaScript and VBScript. 

[0029] In addition to extending Itie function of the browser by means of code written in a scripting language, it is also 
possible lo extend the function of a browser with compiled code. Such compiled code is refen^ed to as a "plug-in," The 
5 precise protocol for writing a plug-in is dependent on the particular browser. Plug-ins for the Microsoft browser are 
referred to by the name of ActiveX controls. 

[0030] Plug-ins may be very complex. A plug-in whk:h may advantageously be used in connection with the invention 
is Shockwave from Macromedia, ft pemiils animations which are part of a server response to be downloaded and 
played to the user Shockwave defines its own scripting language called Lingo. Ungo scripts are contained within the 
to downloadable animations which the Shockwave plug-in can play. The general tomat of a Shockwave animatk>n is a 
timeline consisting of a series of frames, together with a number of visual objects which appear, perform motions^ and 
disappear at particular frames within the timeline. To achieve more complex effects within a Shockwave animation. 
Ungo scripts may be invoked in addition to predefined visual objects. 

[0031] A currently preferred emt>odiment of the present invenlbn employs a plug-in, referred to as the comnnand 
IS piug-(n 24, which provides to a scripting language the ability to conrvnand and monitor in a detailed fashion the playing 
of a CO recording. The command plug-in should provide and monitor, at a minimum, the following basic functions: 

(1) Start and stop play. 

(2) Get current track and position within the track. 
20 (3) Seek to a track and a position within the track. 

(4) Get and set volume. 

(5) Get information regarding the CD (e.g., the number of tracks, their lengths, the pauses between tracks). 

(6) Get Information regarding the capabilities of the CO drive. 

25 [0032] Other functions may be provided and monitored , limited only by what the underlying operating system servtees 
are able to accommodate. The monitored functions are included in use demographic data 62 whrch is transferred to 
server 40 and or servers such as sen/er 56. 

[0033] The command plug-in may be written in a conventional programming language such as C++. The plug in must 
confonm to the existing standards for plug-ins, such as those required of Microsoft ActiveX objects. In order to obtain 

30 the Infomiation and carry out the functions vtrhich the comhiand plug-in makes available to scripting language, the 
command plug-in relies on functions which provide control and infomiation regarding the playing musk:al recording. 
These functions will depend on the precise source of the recording. If, as tn one embodimerit of the present invention, 
the recording being played is an audio CD in the computer CD player, and if the browser is running under Microsoft 
Windows 3.1 or Windows 95 or Windows CE, these functions would be the MCI fun<^ons. whk:h form a part of the 

35 Win32 application programnning interface. These functions are documented, for example, in Mk^osoft Win32 Program- 
mer's Refererice. Different functions may be provided by streaming audio receivers, as for example receivers whk:h 
capture audio which is coming into the user's computer over a network connection in a suitable audio encoding fonmat 
such as MPEG. 

[0034] An important point to note about the implementation of the command plug-in is that the operations whch it 
40 carries out, as for example "seeks", may take times on the order of a second. It is undesirable for command-plug-in 
24 to retain control of computer 10 during that interval, so it is important that command plug-in 24 relinquish control of 
computerlO to the browser whenever a lengthy operatk>n Is undertaken, and report on the results of the operation via 
the asynchronous event handling capability used in the common scripting languages. 

[0035] Given the above summary of the functions which the command plug-in provides, a general knowledge of how 
<s to write plug-ins (e.g., of how to write ActiveX objects), and a knowledge of the relevant appfication programming 
intertace for controlling the play of the CO (e.g.. MCI in Win32), a person skilled in the art could readily and without 
undue experimentatk>n develop an actual working command plug-in. For this reason, further details of how the com- 
mand plug-in is implemented are not provided here. 

[0036| The existence of a command plug-in providing the functions listed at>ove to a scripting language is a foundation 
so on which entertainment complementary to the content of a CO may be constructed. In particular, it is possS)le to devise, 
buitding on this foundatton, a method for synchronizing the display of complementary content by means of the scripting 
language %vith the events which are occurring on the CO. 

[0037] Referring now to Rg.*s 4 and 5, synchronization of the complementary content to the CO proceeds as follows. 
For exannple. complementary content 60 may be provided by means of animation such as Shockwave aninrtation, 
S5 including frames Ft-F„ and script 72. complementary content 60 is downloaded from server 58 and displayed for the 
user by means of a Shockwave plug-in-This downloading oiay take place before the anin^tion is displayed, or alter- 
natively it make take place as the animation is being displayed, provided the user's connec^on to the networtc is fast 
enough to support download at an appropriate speed. The downloading is a function provided by the Shockwave plug- 
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in itself. 

I0038J As the Shockwave animadon is played, script 72 such as a Lingo script executes each time a frame F„ finishes 
displaying. The Ungo script contains a description of the relationship which should exist between frames of the ani- 
mation and segments of the CD content, identified by track number and by time. The Lingo script detemiines. by means 

5 of the command plug-in described above, at which track and time the play of the CD is. It then refers to the description 
in order to detemnine which frames of the animation correspond to that portion of the CD. If the current frame is not 
one of those frames, the Lingo script resets the time line of the animation so that the animation will begin to play at the 
frame which corresponds to the current position of the CD. This pemnils the visual content to catch up if it ever lags 
the CD, for example because downloading from the network has fallen behind, because the user's computer lacks the 

to cycles to play the animation at full speed, or because the user has fast-forwarded the CD. 

[0039] Referring now to Rg 4, the synchronization algorithm may control individual frames or groups of contiguous 
frames, complementary content 60 includes frames F^-F„ and script 72. At block 200, a con-espondence is established 
between each frame E„ or group of frames and a partteular segment of CD 30. At the end of each frame of the 
animation block 205, the position of CD 30 is detemrttned. block 210. A test Is done at block 215 to detenmine whether 

IS the position of CD 30 ts within the segment of the recording that corresponds to the group of frames to which the next 
sequential frame belongs. If the position of CD 30 is within that segment, the playback of the animation proceeds with 
the next frame, block 230. If the position of CD 30 is not within that segment, then at blocks 220 and 225 the playback 
of the animation Is advanced to the frame corresponding to where the CD is. 

[0040] A further aspect of the present inventton is a touring mode. With client 26 in touring mode, a remote device 
20 such as server 58 may control one or more user devices through delivery of coriiplementary content 60 interspersed 
with player 26 control data to provide the one or more users with a guided tour of a particular distributed media such 
as CO 30. 

[0041] A further aspect of the invention is the ability, by making use of convnand plug-in 24, to provide a technique 
for establishing a unique identifier for a CD, CD ID 31 , which Is located in the user's CD player 32. The unique identifier 
2S may be based on the number and lengths of the tracks (measured in blocks. I.e., 1/75ths of a second), so that the 
identifier would be a concatenation of these lengths. In practice, however, it is desirable to have a somewhat shorter 
identifier, so the unique identifier is preferably the concatenation of the track lengths expressed in a falriy coarse unit, 
such as 1/4th of a second. 

[0042] Appendix A contains source code, written in C, for a fuzzy comparison algorithm suitable for determining 

30 whether two audio CDs are exactly or approximately the same. The fuzzy comparison algorithm proceeds as follows. 
For each of the two audio CDs to be compared, one determines the lengths of all the tracks in the recordings in 
milliseconds. One then shifts all track lengths to the right by eight bits. In effect perfomilng a truncating division by 28 
= 256. One then goes through both of the recordings track by track, accumulating as one proceeds two numbers, the 
match total and the match error. These numbers are both initialized to zero at the start of the comparison. For each of 

35 the tracks, one increments the match total by the shifted length of that track In the first CO to be compared, and one 
increments the match enror by the absolute value of the difference between the shifted lengths of the track in the two 
CDs. When one gets to the last track in the CO with the fewer number of tracks, one continues with the tracks in the 
other CD. incrementing both the match total and the match em>r by the shifted lengths of those tracks. Following these 
steps of going through the tracks, the algorithm then divides the match en-or by the match number, subtracts the 

40 resulting quotient from 1 , and converts the difference to a percentage which is indicative of how well the two CDs match. 
[0043] Appendix B contains source code, written In C. for a comparison algorithm suitable for detemiining whether 
two audio CDs are exactly the same. The algorithm generates from the number of tracks, the track lengths, and the 
start and end times of the tracks an 8-byte value. The high order 4 bytes are obtained by summing the start and end 
times of all tracks, expressed in millteeconds. The low order 4 bytes are obtained by sunrtming the lengths of all tracks 

^5 expressed in milliseconds, shifting the sum left ten bits, and adding the number of tracks. 

[0044] CO ID 31 may be employed as a database key. A site such as site 52A may maintain a database of Information 
about CDs. for example information about all CDs Issued by record company 2 can be maintained on that record 
compan/s site. There are various altemattve ways for users to navigate this infomnation. For example, they could use 
a Web page containing many hyperilnks as a table of contents, or they could use a conventional search engine. A third 

so way of searching, which is enabled by CO ID 31 of the tnventran. is for there to t>e a Web page which invites the user 
to place In player 32 the CO about whk:h he or she Is seeking information, for example CO 30. Upon detectk>n of the 
presence ot CD 30 In the drive, a script in the W^ page computes CO ID 31 cooesponding to CO 30 and sends it to 
server 58. Server 58 then displays information about the CO retrieved from a database on the basis of CO ID 31 . This 
information may include a Web address (URL) that is related to the CO (e.g., that of the artists' home page), simple 

S5 data such as the names of songs on the CO. and also complementary entertainnnent, including potentiaDy photographs 
(e.g.. of the band), artworic. animations, and video dips. It is also possible to arrange things so that, when the user 
inserts a CD into the computer, (i) the Web browser is launched if not already running, (ii) the browser computes the 
CD's unique identifier and from that unique identifier derives a URL^ and (tii) the browser does an HTTP get transactbn 
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on lhal URL. 

[0045] An alternative application of unique tdentifiers for musical recordings is to employ a CO as a key for entering 
into a premium area of the Web. There are presently premium areas of the Web to which people are admitted by 
subscription. A simple form of admission based on the unique identifier is to require, before accessing a particular area 
5 of the Web, that the user place in his or her CO drive a particular CO. or a CO published by a particular company or 
containing the music of a particular band or artist. This is readily accomplished by means of a script which invokes the 
functions provided by the command plug-in and coniputes a unique idenUTier. 

[0046] Another aspect of the invention is the connection of chat rooms with musical recordings. The goal is to provide 
all participants in a chat room with the same music at approxbnately the same time. 

to [0047] One conventional network protocol for chat services is Intemey Relay Chat (IRC), described J. Oikarinen & 
0. Reed. Internet Relay Chat Protocol (Internet Request (or Comments No. 1459. 1993). In this protocol, when one 
becomes a client of a chat server, one sends the name of a chat room. The chat server receives messages from all of 
its of clients and-relays the messages sent in by one client to alt the other clients connected in the same room as that 
client. The messages which a client sends are typically typed in by the user who is running the client^ and the niessages 

15 which a dient receives are typically displayed for the user who Is running the client to read. 

[0048] In a preferred embodiment of the invention, a chat client is customized by means of a plug-in. which we will 
call the chat plug-in. The chat client is started up by a browser as follows (see Fig. 5). The user connects by means of 
the browser to a central Web page (box 300) which, upon being downloaded, asks that the user insert a CO into his 
or her player (box 305). A unique identifier of the CO Is computed and communicated back to the server by using the 

20 control plug-in described above under the command of a script in the central Web page (box 310). The server then 
employs the unique identifier to determine whether it has a chat room focused on the CO (box 315). This step may be 
carried out by k>oktng the unique identifier up in a database using techniques well known in the art. There exists a vast 
literature on connecting Web pages to databases, e.g.. Oecember & Ginsburg, supra, chapter 21 . If a chat room focused 
on the CO exists or can be created, the server responds with the name of that chat room, and the browser starts up a 

25 chat client on the user's computer as a client of that chat room (box 320). 

[0049] The chat room's name is set by the sender to contain information about the track which the CO is playing in 
the other chat room clients* machines and the time at which the track started to ptay, as weB as about the vo[un\e at 
which the CD is playing. The chat client plug-in employs that infomnation to direct the control plug-in to set the CO in 
the user's computer to play in such a manner that It Is approximatety synchronized to the CO whtoh is playing In the 

30 other chat room clients' machines (box 320). 

[0050] Each user in the chat room is able to control the CO which is playing In his or her machine. Control actions 
result In the chat plug-'in sending messages to the chat server which describe the control actk>n being taken (box 325). 
For example, such messages may Indicate a change In the positk>n of the CO, a change In the volume, or the ejectk>n 
of the CO to replace it with another. The chat plug-Ins running on the other users* machines, upon seeing a message 

35 of this kind, replk^ate the action (as far as possible) on the other users* machines by using the control plug-in described 
above (box 330). 

[0051] In a further aspect of the invention, a chat room focused on a particular musical recording nnight allow for a 
voting procedure to select particular tracks. A simple voting procedure would be for each chat pli/g-in to act upon a 
change message of the kind described in the preceding paragraph only when it sees two identical consecutive change 
40 messages. This would mean that in order to change the track whk^ is being played, it would be necessary for two 
users to change to that track. The number two may be replaced by a higher number. 

[0052] In a further aspect of the Invention the messages delivered to the users of a chat can be driven from a text 
file rather than manual typing. This wouki allow a pre-recorded experience to be played back for a group of chat users. 
Such a technique may be used to create a pre-recorded, narrated tour of an audio CO. 
45 [0053] An important advantage of the embodiment described above is that it may be used with any chat server 
software which supports the minimal functionality required by Intemet Relay Chat or by a protocol providing similar 
minimum chat seivk^e. The additional software required Is located in the chat client plug-In and In the central Web 
page, with its connection to a database of CO information. 

so 
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APPENDIX A 

/* 

* FUZZY CO ID 

* (c) 1996-1998 ION Inc. 
♦ 

♦ 

*. by Ty Roberts 
V 

Sinclude <stdio.h> 
#include <stdlib.h> 
iinclude <tiine.h> 

struct fuzzyCDid ( 

short numberTracJcs; // start time in 

milliseconds 

unsigned short fuzzlength [100] ; 

typedef struct fuzzyCDid fuzzyCDid, *fuzzyCDldPtr; 

//structure of a cd track with ail times stored in milliseconds 

struct cdtrack { 

long beginMs; // start tlrae in milliseconds 

long endMs; // end time in milliseconds 

long lengthMs; // length in milliseconds 

); 

typedef struct cdtrack cdtrack, *cdTrackPtr; 

struct cd ( 

short numberTracks; 
cdtrack track ( 100 1 ; 

I; 

typedef struct cd cd, *cdPtr; 

void CreateFuz2yId( fuzzyCDidPtr fid, cdPtr cd ); 

float FuzzyMatch( fuzzyCDidPtr fidl, fuzzyCDidPtr fid2 ); 

// SUBROUTINES 

void CreateFuzzyld ( fuzzyCDidPtr fid, cdPtr cd ) 
{ 
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long i; 

// first copy in the number of tracks 
f id->numberTrack3 ^ cd->nuinberTracks; 

for{i='0;i<fid->numberTracks;i++) { 

// shift left and create a MSB length thats not exact 

fid->fu2ziength{i] = (short) (cd- 
>track[i] .lengthMs»8) ; 
] 

} 

float FuzzyMatch( fuzzyCDidPtr fidl, fuzzyCDidPtr fid2 ) 
{ 

long* fidmatcherr = 0, f idmatchtotal = 0; 

short i, trackcnt; 

float matchpercent; 

// find the larger number of tracks 

trackcnt = f idl->numberTracks<f id2->nuinberTracks ? fid2- 
>numberTracks : f idl->numberTracks; 



// cycle thru the tracks accumulating error and total 
compa r e d t ime s 

for ( i«=0 ; Ktrackcnt ; i++) ( 

if ((i < fidl->numberTracks) && {i < fid2" 
>numberTracks) ) { 

fidmatcherr += abs(f idl->fu22length[ij - fid2- 
>f uzzlength [i J ) ; 

f idmatchtotal += fidl->fuz2length{i] ; 
) else if (i >= fid2->nuinberTracks) { 

fidmatcherr += f idl->fuzzlength (i] ; 
f idmatchtotal += f idl->f uzzlength{i J ; 
) else if (i >« f idl->numberTracks) { 

fidmatcherr f id2->fu2zlength(ij ; 
fidmatchtotal += f id2->fuzzlength(i J ; 

) 

) 

if {fidmatcherr > 0) { 

matchpercent = 100 - 
( ( (float) fidmatcherr/ (float) fidmatchtotal) *100) ; 
) else { 

matchpercent = 100; 

) 

return matchpercent; 
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void main (void) 
{ 

short i; 

float matchpercent; 

// create global structures for two complete cds with up to 
100 tracks 

cd cd2id; 
fuzzyCDid fidcd2id; 
cd cdFromDB; 

fuzzyCDid f idcdFromDB; 

print f ("Test ftl will compare two CDs that are exactly the 
same\n\n"); 

// put in some test values for the cd track lengths 

// since these are in ms, its basically 60000 =» 1 minute 

cd2id. track {0] .lengthMs = 121323; 
cd2id. track (11 .lengthMs = 234565; 
cd2id, track (2 J .lengthMs = 566437; 
cd2id. track [3) .lengthMs = 245120; 
cd2id.trackf 4) .lengthMs = 20000; 
cd2id. track [ 5) - lengthMs «= 120386; 
cd2id. track [61 .lengthMs = 323453; 
cd2id.numberTracks = 7; 

for (i=l; i<cd2id . numberTracks ; i++) { 

prlntf ("CD #1: Track « %d length in minutes = %f\n", 
i, (float) cd2id. track [i] .lengthMs/60000.0) ; 

1 

printf ("\n-) ; 

CdFromDB, track (0 J .lengthMs = 121323; 
CdFromDB. track(l) .lengthMs - 234565; 
CdFromDB. track [21 -lengthMs = 566437; 
CdFromDB. track [3 J .lengthMs = 245120; 
cdFromDB. track (4 1 . lengthMs = 20000; 
CdFromDB. trackfSJ .lengthMs 120386; 
CdFromDB. track(61 .lengthMs « 323453; 
CdFromDB, numberTracks - 7; 

f or ( i=-l ; i<cdFromDB . numberTracks ; i+'i- ) { 

printf ("CD 82: Track = %d length in minutes «= %f\n". 
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i, (fioat)cdFromDB.track(i] .lengthMs/60000.0 ) 

) 

CreateFu22yId( &fidcd2id, icd2id ); 
CreateFuzzyld ( &f idcdFromDB, ficdFromOB ); 

matchpercent = FuzzyMatchf &fidcd2id, fifidcdFromDB ) ; 
printf ("The cd's matchpercent was computed as=%f", 
matchpercent) ; 

printf ("\n"); 
printf ("Xn"); 

printf ("Test #2 will compare two cd that are nearly the 
sameXnexcept they have diffent & of tracks \n"); 

// put in some test values for the cd track lengths 

// since these are in ms, its basically 60000 = 1 minute 

cd2id,trackI0].lengthMs = 121323; 

cd2id. track [1) .lengthMs « 234565; 

cd2id.track[2] .lengthMs = 566437; 

cd2id.track(3] .lengthMs = 245120; 

cd2id.track{4 J .lengthMs = 20000; 

cd2id-track[5 J .lengthMs = 120386; 

cd2 id. track (6) .lengthMs = 323453; 
cd2id.numberTracks = 7; 

f or (i=l ; i<cd2id . numberTracks ; i++ ) { 

printf ("CD #1: Track = %d length in minutes = %f\n 
i,' (float)cd2id.track(i] .lengthMs/60000.0 ); 

] 

printf ("\n"); 

cdFromDB.trackfO] .lengthMs = 121323; 
cdFromDB. track [1] .lengthMs = 234565; 
cdFromDB. track (2 J . lengthMs = 566437; 
CdFromDB. track (3) .lengthMs = 245120; 
CdFromDB. track { 4 ]\ lengthMs = 20000; 
cdFromDB. track [5] .lengthMs <= 120386; 
cdFromDB. numberTracks « 6; 

for ( i=l ; i<cdFroraDB , numberTracks ; i++) { 

printf ("CD #2: Track « %d length in minutes = %f\n" 
i, (float) CdFromDB. track[i] .lengthMs/60000.0 ); 

I 

CreateFuzzyld ( &fidcd2id, &cd2id ); 
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CreateFuzzyld ( &f idcdFromDB, icdFroraDB ); 
matchpercent = Fu22yMatch( &fidcd2id, &f idcdFromDB >; 

printf ("The cd's matchpercent was computed 
as=%f'*, matchpercent) ; 
printf ( "\n" Im- 
print £ ("\n"); 

printf ("Test #3 will compare two cd that are not the 
sameXnXn") ; 



// put in some test values for the cd track lengths 
// since these are in ms, its basically 60000 = 1 minute 
IS cd2id,track[01 -lengthMs = 34213; 

cd2id.trackflj .lengthMs = 334565; 
cd2id,track(2J .lengthMs = 231423; 
cd2id. track f 3) .lengthMs « 134122; 
cd2id.track(4} .lengthMs ^ 2342; 
cd2id.track(5} .lengthMs «= 3487; 
cd2id- track(6J . lengthMs = 9976; 
cd2id, numberTracks = 7; 
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for (i-l;i<cd2id.numberTrack3;i'*-+) { 

printf ("CD #1: Track = %d length in minutes = %f\n' 
i^ {float)cd2id.trackIi] .lengthMs/eoOOO.O ); 

) 

printf ("Xn"); 
$0 cdFromDB. track (01 .lengthMs = 121323; 

cdFromDB. track! 1] .lengthMs = 234565; 
cdFromDB. track (21 .lengthMs = 566437; 
cdFromDB, track (3 J .lengthMs = 245120; 
cdFromDB. track (4 1 .lengthMs = 20000; 
CdFromDB. track (5) .lengthMs « 120386; 
CdFromDB. track 16] .lengthMs «= 323453; 
CdFromDB. numberTracks - 6; 



40 



45 



for (i«l ; KcdFroraDB . numberTracks ; i4-+) { 

printf ("CD #2: Track = %d length in minutes <= %f\n", 
i, (float)cdFromDB. trackfi] .lengthMs/eOGOO.O ); 

J 

CreateFuzzyldC &fidcd2id, &cd2id) ; 
CreateFuzzyld ( fifidcdFromOB, ficdFrornDB) ; 

matchpercent = Fuz2yMatch( 6fidcd2idv fcfidcdFromDB ); 



55 printf ("The cd's matchpercent was computed 

as=%f ".matchpercent) ; 
) 
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AFPEMDIX B 

/* 

* EXACT MATCH CD ID 

* <D 1996-1998 ION Inc. 
* 

* by Ty Roberts 
V 

linclude <stdio.h> 
ffinclude <stdlib.h> 
ftinclude <time,h> 

struct cdid{ 

long idC2J; 

); 

typedef struct cdid cdid, *cdidPtr; 

// structure of a cd track with all times stored in milliseconds 

struct cdtrack( 

long beginMs; // start time in miliseconds 
long endMs; // end time in milliseconds 

long lengthMs; //length in Miliseconds 

I; 

typedef struct cdtrack cdtrack, *cdTrackPtr; 

struct cd { 

short numberTracks; 
cdtrack track (100] ; 

1; 

typedef struct cd cd, *cdPtr; 

void CreateUniqueId( cdidPtr cid, cdPtr cd ); 

// SUBROUTINES 

void CreateUniqueId{ cdidPtr cid, cdPtr cd ) 
( • * 

long i, t, n; 

t = 0; 
n = Or- 
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for (i=0;i<cd->numberTracks;i++) { 

// shift left and create a MSB length thats not exact 
t += cd->track(il .lengthMs; 

n += cd->track[i] •beginMs + cd->track(i} .endMs; 

} 

cid->id[OJ = t«10+cd->nuinberTracks; 
cid->id(l) ^ n; 

) 

void main (void) 
( 

short i; 

short matchtest; 

// create global structures for two complete cds with up to 
100 tracks 

cd cd2id; 
cdid cd2UID; 

cd cdFromDB; 
cdid cdFromDBDID; 

print f CTest #1 will compare two cd that are exactly the 
sarae\n\n") ; 

// put in some test values for the cd track lengths • 

// since thes are in ms, its basically 60000 = 1 minute 

cd2id.track(0J -beginMs = 0; 

cd2id.track(l] .beginMs = 100001; 

cd2id. track (2) .beginMs 231001; 

cd2id.track[3) .beginMs = 345001; 

cd2id. track [4) -beginMs =» 435001; 

cd2id. track (5 I -beginMs « 460001; 

cd2id. track (6] .beginMs = 590001; 

cd2id.track(0] .endMs = 100000; 

cd2id.trackll) .endMs = 231000; 

•cd2id.track(21 .endMs - 345000; 

cd2id, track (3) .endMs = 435000; 

cd2id. track (4] .endMs = 460000; 

cd2id.track(5] .endMs = 590000; 

cd2 id. track [61 .endMs = 690000; 

cd2id.track[0] .lengthMs = cd2id. track (O) .endMs - 
cd2id.track(0) .beginMs; 
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cd2id. tracJcfl] . lengthMs = cd2id. track (1 J . endMs - 
cd2id. track[l] .beginMs; 

cd2id.track{2J .lengthMs = cd2id. track(2 J .endMs - 
cd2id.track(2J .beginMs; 

cd2id.track(31 .lengthMs = cd2id. track(3] . endMs - 
cd2id, track[3] .beginMs; 

cd2id.track( 4] .lengthMs = cd2id.track(4 J .endMs — 
cd2id.track[4J .beginMs; 

cd2id. track (5] . lengthMs = cd2id. track [5] .endMs - 
cd2id. track(5) .beginMs; 

cd2id.track(6) .lengthMs = cd2id. track [6] .endMs - 
cd2id. tracktS] .beginMs; 

cd2id.nuinberTracks = 7; 

for ( i=l ; i<cd2 id . numberTracks; i'f-+ ) { 

printf ("CD #1: track = %d length inminutes 
i, (float) cd2id.track(i] .lengthMs/60000.0 ); 
) 

printf ("\n"); 

cdFromDB. track [0] .beginMs = 0; 
cdFromDB. track (1] .beginMs = 100001; 
cdFrombB. track {2] .beginMs = 231001; 
cdFromDB. track {3J .beginMs « 345001; 
cdFromDB. track(4] .beginMs = 435001; 
CdFromDB. track [5] .beginMs = 460001; 
CdFromDB. track [6] .beginMs = 590001; 
CdFromDB. track (0) .endMs = 100000; 
CdFromDB. track [1] .endMs «= 231000; 
CdFromDB. track [2] .endMs ^ 345000; 
CdFromDB. track t3J .endMs - 435000; 
CdFromDB. track [41 .endMs = 460000; 
cdFroraDB.track[5J .endMs = 590000; 
CdFromDB. track [6] .endMs = 690000; 

CdFromDB. track (0 J .lengthMs = cd2id. trackfOJ .endMs ■ 
cd2id.track[0 J .beginMs; 

cdFromDB. track (11 .lengthMs = cd2id. track[l J .endMs - 
cd2id. track [11 .beginMs; 

CdFromDB. track (21 .lengthMs = cd2id. track [21 .endMs - 
cd2id.track[2I .beginMs; 

cdFromDB.track [31 .lengthMs «= cd2id. track (31 .eiidMs - 
cd2id. track[3I .beginMs; 

CdFromDB. track (4 1 .lengthMs « cd2id. track [4 1 .endMs - 
cd2id. track(4] .beginMs; 

CdFromDB -track [51 .lengthMs « cdZid. track (51 .endMs - 
cd2id.track[5I .beginMs; 
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cdFromDB. track{6) .lengthMs = cd2id. track:[6] .endMs - 
cd2id. track(6] .beginMs; 

CdFromDB. numberTracks 7; 



for (i^l ; i<cdFromDB . numberTracks; i++) { 

printf ("CD 82: Track = %d length inminutes = %f\n" 
(float) CdFromDB. track(i) .lengthMs/60000.0 ); 
) 

CreateUniqueld ( &cd2UID, &cd2td ); 

printf ( "Unique ID for CD 81 = %d%d\n", cd2UID.id[0] , 
cd20ID.id[l) ); 

CreateUniqueld ( ficdFromDBUID, ficdFromDB ); 
printf { "Unique ID for CD §2 = ftdldXtt**, cdFromDBUID. id[0] , 
cdFromDBUID.id(l) )/ 

matchtest = (cd2UID.idtOJ == cdFromDBUID. id [0] ) &£ 
(cd2UID.id(ll ~ CdFromDBUID. id[l] ) ; 

printf ("The cd*s match if result is non zero 
matchresult=%d", matchtest) ; 

printf (-\n"); 

printf {"\n"); 

printf (••Test #2 will compare two cd that are nearly the 
same\nexcept they have diffent J of tracks \n"); 

// put in some test values for the cd track lengths 

// since thes are in ros, its basically 60000 = 1 minute 

cd2id.track(0] .beginMs =0; 

cd2id.track{l) .beginMs = 100001; 

cd2id. track [2] .beginMs = 231001; 

cd2id. track (3] .beginMs = 345001; 

cd2id.track[4) .beginMs - 435001; 

cd2id. track [5] -beginMs « 460001; 

cd2ia. track (6] .beginMs ="590001; 

cd2id. track (0] .endMs = 100000; 

cd2id.track(l] .endMs = 231000; 

cd2id.track(2J .endMs « 345000; 

cd2id. track [3) .endMs - 435000; 

cd2id. track! 4] .endMs = 460000; 

cd2id.track(5J .endMs = 590000; 
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cd2id. track{6J .endMs = 690000; 

cd2Ld.trackt01 .lengthMs = cd2id. track [01 .endMs - 
cd2id. track(0} .beginMs; 

cd2id.track[l] .lengthMs = cd2id* tracktl J .endMs - 
cd2id , track { 1 J . beginMs ; 

cd2id.track[21 .lengthMs =. cd2id, track{2J .endMs - 
cd2id. track(2) .beginMs; 

cd2id.track{3] .lengthMs = cd2id. track f 3) . endMs 
cd2id.track(3) .beginMs; 

cd2id, track! 4) .lengthMs = cd2id. track{4) .endMs - 
cd2id.track(4] .beginMs; 

cd2id. tracktSJ . lengthMs = cd2id, track (5] .endMs - 
cd2id.track(51 .beginMs; 

cd2id. track[6J . lengthMs =^ cd2id. track [6] -endMs - 
cd2id.track[6J .beginMs; 

cd2id.nuinberTracks = 7; 

for ( 1=1 ; i<cd2 id . numberTracks ; i++ ) { 

printf ("CO #1: Track = %d length inminutes 
i, (f loat)cd2id. trackdJ .lengthMs/60000. 0 ); 

) 

printf {"\n"); 

cdFromDB. track (0) .beginMs = 0; 
cdFroraDB, track (11 .beginMs = 100001; 
CdFromDB. track[2J .beginMs = 231001; 
CdFromDB. track[3J .beginMs = 345001; 
CdFromDB. track(4] .beginMs « 435001; 
CdFromDB. track {5] .beginMs «= 460001; 
CdFromDB. track [6) .beginMs ^ 590001; 

CdFromDB. track (0] .endMs = 100000; 
CdFromDB. trackdl .endMs = 231000; 
CdFromDB. track [2] -endMs = 345000; 
CdFromDB. track (3] .endMs = 435000; 
CdFromDB. track(4j .endMs = 460000; 
CdFromDB- track 151 .endMs « 590000; 

CdFromDB. track (01 .lengthMs = cd2id. track [01 .endMs - 
cd2id. track[0] .beginMs; 

CdFromDB. track (II -lengthMs = cd2id. track (11 .endMs - 
cd2id. trackdl .beginMs; 

CdFromDB. track (21 .lengthMs = cd2id.track(21 .endMs - 
cd2id.track(21 .beginMs; 
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cdFromDB.track[3] .lengthMs = cd2id. trackOJ .endMs - 
cd2id.track(3] .beginMs; 

cdFromDB. tracJc(4] .lengthMs = cd2id. tracJc(4 J .endMs - 
cd2id.track(4] .beginMs; 

cdFromDB. track{5) .lengthMs = cd2id. track(5] . endMs - 
cd2id- track[5) .beginMs; 

cdFromDB.nuinberTracks = 6; 

for (i=»l;i<cdFromDB.numberTracks;i++) ( 

printf (-CD #2: Track = %d length inminutes = %f\n", 
i, (float)cdFroinDB,track[i) .lengthMs/60000.0 >; 
I 

CreateOniqueId( &cd2UID, &cd2id ); 

printf { "Unique ID for CD li = %d%d\n", cd2UID. id(0 J , 
cd2UID.id(lJ ); 

CreateUniqueld ( ficdFrornDBUID, &cdFromDB ); 
printf ( "Unique ID for CD #2 = %d%d\n", cdFromDBUID. i'd[0] , 
cdFr oraDBU ID. id [1) ); 

matchtest (cd2UID. id(0) ==» cdFromDBUID. id (0 J ) && 
(cd2UID.id[l) == cdFroraDBUID.idll] ) ; 

printf CThe cd's match if result is non zero 
matchresult="%d" r matchtest); 
printf ("\n"); 
printf ("\n"); 

) 



Claims 

1. A method of synchronizing content from a first CD with complementary content from a remote device delivered 
over a network, charactertzed by: 

initialty playing a first CD (30) on a local electronic device (10) to manifest first CD content; 

separately transfening complementary content (60) and synchronization information (72) from a remote device 

(40) to said local device over a network; and 

locally controlling said local electronk: device (10) to display satd complementary content in synchronization 
with manifestation of said first CD content based on said synchronization information and CD status information 
(62) read from said first CD. 

2. The method of daim 1 further characterized by: 

transfening said CD status information (62) from said local electronk: device to said remote devce over a 
network; and 

receiving said connplementary content based on said CD status Infomnatton. 

3. The method of.cfatm 1 wherein said first CD includes audio content. 

4. The method of daim 1 wtieretn said first CD Includes aucfio and video content 
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5. The method of claim 1 wherein said first CO includes music. 

6. The method of claim 1 further comprising: 

5 analyzing said first CO; 

computing an identification code based on said content of said first CO: and 

Iransfemng complementary content and synchronization information from said remote device based on said 
identiftcation code. 

10 7. The method off claim 1 wherein said remote device is a network server. 

8. The method off claim 1 wherein said remote device is a second user device. 

9. A device for synchronizing content from a ffirst CD with complementary content from a remote device delivered 
15 over a network, comprising; 

a kx:al electronic devk:e having a video display; 

a CO player connected to or integral with said local electronic device: and 

a communication unit to transfer complementary content and synchrontzatbn Information from a remote device 
so to said k)cal device over a network, 

said local electronic device locally synchronizing manifestation of said complementary content in synchrony 
zatfon with content on said first CD by using said synchronization infonnation and CO status information from 
said first CO. 

2s 10. The device of claim 9 wherein said communication unit transfers said CO Infonmation from said first CO to said 
remote device over a network; and receives said complementary content based on said CO status infonmation. 

11. The device of claim 9 wherein said first CO includes audio content. 

30 12, The device of claim 9 wherein said first CO includes audio and video content. 

13. The device of claim 9 wherein said first CO includes music. 

14. The device of daim 9 further comprising: 

35 

means for analyzing said first CO; 

means for computing an identifk:ation code based on said content of said first CD; and 

means for transferring complementary content and synchronization information from said remote device based 

an said identification code. 

40 

15. The device of claim 9 wherein said remote devk:e ts a networic server. 

16. The device of claim 9 wherein said remote device is a second user devk:e. 

17. The method of claim 6 wherein said computing uses at least one of length information and nunober of segments 
to obtain said identification code. 

18. The method off claim 6 wherein said computing uses the length of each segment to obtain said identification code. 



PatentansprOche 

1 . Verf ahrcn zur Synchronisation eines Inhalls einer erslen CO mil einem komplemientSren Inhatt von einem enlfemt 
angeordneten Gerat. deruber ein Netzwerk ubermfttett wird. dadurch gekennzeichnet, dass zunachst eine erste 
55 CO (30) auf einem lokalen elektronischen GerSt (10) gesplett wird zur Manifestation des Inhafts der ersten CO, 

der konptementare Inhalt und eine Synchronisationsinfonnatton (72) vom entfemten Gerat zum lokalen Gerat 
uber das Netzwerk getrennt Cbertragen werden und das tokale efektronische Gerat (10) lokal gesteuert wird zur 
Anzeige des komplementaren Inhafts in Synchronisation mit der Manifestation des Inhatts der ersten CO basierend 
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auf der Synchronisalionsinformalion und einer CD- Slatustnfomnation (62), die aus der erslen CD ausgelesen 
wurde. 

2. Verfahren nach Anspruch 1 . dadurch gekennzelchnet, dass die CD-Stalusinformation (62) vom lokalen elektro- 
5 nischen Geral uber das Netzwerk zum entf ernten Gerat ubertragen wlrd und Empfang des komplementaren Inhalts 

basierend auf der CD-Siatusinfofmation. 

3. Verfahren nach Anspruch 1 , dadurch gekennzelchnet, da&s die erste CD elnen Audioinhalt auhAfetst. 

to 4. Verfahren nach Anspruch 1, dadurch gekennzelchnet, dass die erste CD elnen Audio- und einen Videoinhalt 
enlhalt. 

5. Verfahren nach Anspruch 1 , dadurch gekennzelchnet, dass die erste CO Musik enthatt. 

fs 6. Verfahren nach Anspruch 1 , dadurch gekennzelchnet, dass die erste CD analystert wird, dass basierend auf 
denrt Inhatt der ersten CD ein tdentinkationscode emnittelt wird und dass der komplementare tnhalt und die Syn- 
chrontsationstnforniation vom entfemten GerSt ubertragen werden basierend auf dem Identifikationscode. 

7. Verfahren nach Arispruch 1 , dadurch gekennzelchnet, dass das entfemte Gerat eln Netzwerkserver ist. 

20 

8. Verfaihren nach Anspruch 1 , dadurch gekennzelchnet, dass das entfemte Gerat eln zweltes Nutzergerat ist. 

V 

9. Vonichtung zur Synchronisierung des Inhatts eIner ersten CO nriit einem komplementaren Inhalt aus einem ent- 
f ernten Gerat, der uber ein Netzwerk bereftgestedt wird, mit den folgenden Merkmalen: 

ein lokales eleklronisches Gerat mit einem Videodisplay 

ein CD-Player, der mit dem lokalen elektronfschen GerSt verbunden Ist Oder In diesem integriert und 

eine Kommunikationseinheit zum Ubertragen des komplementaren Inhatts und der Synch ronisationsinf orma- 

tion von einem entfernten Gerat zum lokalen Gerat uber das Netzwerk. 

30 

wobel das tokale elektronische Gerat lokal die Manifestation des komplementaren Inhalts synchronisiert in 
Synchronisation mit dem Inhalt der ersten CD unter Venvendung der Synch ronisationsinf ormation und einer 
CD-Statusinformation von der ersten CO. 

3S 10. Vorrichtung nach Anspruch 9, dadurch gekennzelchnet, dass die Kommunikationseinheit die CD-Information 
von der ersten CD zum entfernten Gerat Ober eln Netzwerk ubertrSgt und basierend auf der CD-Statusinformation 
den komplementaren Inhalt empfangt. 

11. Vonichtung nach Anspruch 9, dadurch gekennzelchnet, dass die erste CD einen Audioinhalt enthalt. 

40 

12. Vorrkihtung nach Anspnich 9, dadurch gekennzelchnet, dass die CD elnen Audio- und Videoinhalt enthalt. 

13. Vorrichtung nach Anspmch 9, dadurch gekennzelchnet, dass die erste CD einen Musikinhalt enthalt. 
^5 14. Vorrichtung nach Anspruch 9, mil den weitercn Merkmalen: 

Mittet zur Analysierung der ersten CD 

Mittel zur Berechnung eines Identifikatlonscodes auf den Inhalt der ersten CD und 

Mittel zur Obertragung des komplementaren Inhalts und der Synchrontsattonsinformation vom entfemten Ge- 
50 rat unter Verwendung des tndentifikationscodes. 

15. Vorrichtung nach Anspruch 9, dadurch gekennzelchnet, dass das entfemte Gerat ein Netzwerkserver ist. 

16. Vorrchtung nach Anspnich 9. dadurch gekennzetchnet, dass das entfemte Gerat ein zweites Nuuergerat ist 

55 

17. Verfahren nach Anspruch 6. dadurch gekennzelchnet, dass die Berechnung mindestens eine l-angeinformalion 
und eine Anzahl von Segmenten enth^ zur Erzlelung des Identifikationscodes. 
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18. Verfahren nach Anspruch 6. dadurch gekennzeichnet, dass die Berechnung die Lange jedes Segments enthall 
zur Erzielung des Idenlifikationscodes. 



5 Revendications 

1. Proc6d6 de synchronisation du contenu d'un premier disque CD et du contenu compldmenlaire tfun dispositil 
distant, distribu^ par un r^seau. caracterlse par : 

10 la lecture tnitiale d'un premier disque CD (30) sur un dispositif 6lectronlque local (10) pour la manilestation du 

contenu du premier disque CD. 

le transfert s6par6 du contenu compl^mentaire (60) el des informations de synchronisation (72) tfun dispositif 
distant (40) au dispositif local par un rdseau, et 

la commande locale du dispositif ^tectrontque local (10) pour Taffichage du contenu compl6mentaire en syn- 
15 chronisme avec la nnanifestatlon du contenu du premier disque CD en fonction des informations de synchro- 

nisation el des infonnations (62) d'etat de disque CD lues sur le premier disque CD. 

2. Proc^d^ selon la revendication 1 , caracterlse en outre par : 

20 le transfert des informations d'6tat de disque CD (62) du dispositif 6lectronique local au dispositif distant par 

un rSseau, et 

la rteeplion du contenu compl^mentalre en fonction des infomrtations d'etat de disque CD. 

3. Proc^d^ selon la revendication 1 , caracterlsd en ce que le premier disque CD comprend un contenu d'audio- 
25 fr6quences. 

4. Proc^d^ selon la revendication 1 , caracterl&e en ce que le premier dtsque CO comprend un contenu tfaudio- 
fr6quences et viddo. 

30 5. Proc^d^ selon ta revendication 1 , caracterlse en ce que le premier disque CD comprend de la musique. 

6. Proc6dd selon fa revendication 1 . comprenant en outre : 

Tanalyse du premier disque CD, 
35 le catcul d'un code d'identiftcation d'apr^s le contenu du premier disque CD. et 

le transfert du contenu compl^mentalre et des informations de synchronisation du dispositif distant en fonction 
dudit code d'identiftcation. 

7. Proc6d6 selon la revendication 1 , dans lequel le dispositif distant est un serveur de rSseau. 

40 

8. Proc6d6 selon la revendication 1 , dans lequel le dispositif distant est un second dispositif uUlisateur. 

Dispositif de synchronisation du ^ntenu d'un premier disque CD et du contenu compl^mentaire d'un dispositif 
distant, transmis par un r^eau, comprenant : 

un dispositif ^lectrontque local ayant un dispositif d'afftchage viddo. 
un lecteur de disque CO connect^ au cfisposltrf ^lectronlque local ou int^gn^ k ce(ui-d, et 
une unit^ de communication destinde 6 transferer le contenu compl^entaire et des informations de synchro- 
nisation du dispositif distant au dispositif local par un r^seau. 

le dispositif diectronique local synchrontsant tocalement la manifestation du contenu compl^entaire en syn- 
chrcnisme avec le contenu du premier disque CO par utilisation des Infonnations de synchronisation et des 
informations d'etat de disque CD provenont du premier dtsque CD. 

10. Dispositif selon la revendication 9, dans lequel runlt^ de communication Uansf^re les Infonmations de disque CO 
55 du premier disque CO au dispositif distant par un r^seau. et re^tt le contenu compl^mentalre d*aprte les Infor- 
mations tf^at de disque CD. 

11. Dispositif selon la revendication 9, dans lequel te premier dtsque CD comporte un contenu d'audiofrdquences. 



9. 

45 
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12. Disposilif selon la revendicalron 9. dans lequel le premier disque CO comporte un conlenu d*audiofrequences et 
video. 

13. Oispositif selon la revendication 9, dans lequel le premier disque CO comporte de la musique. 

14. Oispositif seton la revendication 9, comprenant en outre : 

un dispositif d'analyse du premier disque CD, 

un dispositif de calcul d'un code d'identrftcatlon d'apr^s le contenu du premier disque CD, et 
un dispositif de transfert du contenu connplSmentaire et des informatjons de syrYChronisation du dispositif dis- 
tant d'apr&s le code tfidentificatton. 

15. Oispositif selon la revendication 9, dar\s lequel le dispositif distant est un serveur de rSseau. 

16. Oispositif selon la revendication 9, dans lequel te dispositif distant est un second dispositif utiUsateur. 

17. ProcddS selon la revendication 6. dans lequel le calcul met en oeuvre au motns des infomiations de longueur et 
un non^re de segments pour Tobtention du code d'ldentification. 

18. Proced6 selon ta refvendication 6, dans lequel le calcul utilise la longueur de chaque segment pour Cobtention du 
code d'identification. 
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